Posted speed < 45 mph

Any posted speed

Orange

CONES

DAYTIME USE

DAY OR NIGHTTIME USE

TUBULAR MARKER

VERTICAL PANEL

POST MOUNTED

DRUM

TYPE I BARRICADE

TYPE II BARRICADE

TYPE III BARRICADE

DETECTABLE PEDESTRIAN CHANNELIZING BARRICADE

DIRECTION INDICATOR BARRICADE

VERTICAL BARRICADE

GENERAL NOTES

All heights shown shall be measured above the pavement surface.

All dimensions are in inches (millimeters) unless otherwise shown.

DATE

REVISIONS

January 1, 2019

APPROVED

January 1, 2019

ENGINEER OF DESIGN AND ENVIRONMENT

ISSUED

1-1-13

ENGINEER OF SAFETY PROG. AND ENGINEERING

APPROVED

TRAFFIC CONTROL DEVICES

STANDARD 701901-08
**Post Mounted Signs**

- When curbs or paved shoulders are present, this dimension shall be 24 (600) to the face of curb or 6' (1.8 m) to the outside edge of the paved shoulder.

**Warning Light (if required)**

- Edge of pavement
- Elevation of edge of pavement

**Signs on Temporary Supports**

- When work operations exceed four days, this dimension shall be 5' (1.5 m) min. If located behind other devices, the height shall be sufficient to be seen completely above the devices.

**High Level Warning Device**

- 18x18 (450x450) Orange flags
- 24 (600)
- 5 (15)
- 2 (175)
- 12 (300)
- 6 (1.8 m)

**Work Zone Speed Limit Signs**

- R2-1-3648
- R10-I108p-3618 ****
- R2-I106p-3618

This sign shall be used when the above sign assembly is used.

**Highway Construction Speed Zone Signs**

- R30-100p shall only be used along roadways under the jurisdiction of the State.

**Traffic Control Devices**

- Standard 701901-08
**ROAD CLOSED TO THRU TRAFFIC**

**ARROW BOARDS**

- **TYPE A**: Roof Mounted
- **TYPE B**: Roof or Trailer Mounted
- **TYPE C**: Trailer Mounted

**SECTION A A**

**TEMPORARY RUMBLE STRIPS**

**TYPICAL INSTALLATION**

**TYPICAL APPLICATIONS OF TYPE III BARRICADES CLOSING A ROAD**

Reflectorized striping may be omitted on the back side of the barricades if a Type III barricade with an attached sign panel which meets NCHRP 350 is not available; the sign may be mounted on an NCHRP 350 temporary sign support directly in front of the barricade.

Reflectorized striping shall appear on both sides of the barricades if a Type III barricade with an attached sign panel which meets NCHRP 350 is not available; the sign may be mounted on NCHRP 350 temporary sign supports directly in front of the barricade.

**CONSTRUCTION ADVANCE WARNING SIGNS**

**ILLINOIS DEPARTMENT OF TRANSPORTATION**

**APPROVED**

**January 1, 2019**

**ENGINEER OF DESIGN AND ENVIRONMENT**

**ISSUED**

**1-1-13**

**ENGINEER OF SAFETY PROG. AND ENGINEERING**

**APPROVED**

**STANDARD 701901-08**

**TRAFFIC CONTROL DEVICES**

(Sheet 3 of 3)