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subbase

4 (100) Stabilized

see roadway plans.

Improved subgrade,

Existing Subbase

Match Existing Subbase

Approach Footing
(300)

12

(900)

36

NEW CONSTRUCTION

GENERAL NOTES

4-1-16

Approach Footing

(380)

15

(900)

36

(300)

12

EXISTING CONSTRUCTION

(380)

15

2016

2016

for details.

See Bridge Plans

for details.

See Bridge Plans

PLAN

SECTION A-A

SECTION B-B

PLAN
1-1-15

typo.

construction.  Corrected

Added pay width for new

min.

11'-0" (3.35 m)

min.

11'-0" (3.35 m)

flexible.

when existing pavement is

grout at 12 (300) cts.  Omit

tie bars set in non-shrink

No. 10 x 18 (No. 32 x 460)

pavment is flexible.

joint.  Omit when new

2 (50) Transverse expansion

term. joint. Renamed std.

to be rigid only. Omitted WFB

Revised pavement connector
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longitudinal joint
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(4.57 m)

15'-0"
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A

Shoulder

new pavement.

See plans for

Variable, 15'-0" (4.57 m) min.Bridge Approach Slab

Footing

Approach

only

mainline pavement

Reinforcement in

sawed joint

Longitudinal
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B

B

Shoulder

Variable, 15'-0" (4.57 m) min.Bridge Approach Slab

Footing

Approach

only

mainline pavement

Reinforcement in

sawed joint

Longitudinal

longitudinal construction joint

Longitudinal sawed joint or

shoulder

Existing

pavement

Existing

FOR BRIDGE APPROACH SLAB

PAVEMENT CONNECTOR (PCC)

bridge approach slab

Pavement connector (PCC) for

   (PCC shown)

t  New pavement

bridge approach slab

Pavement connector (PCC) for

   (PCC shown)

t  Existing pavement

April 1,

April 1,

Bridge approach slab

Bridge approach slab

unless otherwise shown.

All dimensions are in inches (millimeters)

 

approach footing and joint treatment.

See plans for details of bridge approach slab,

 

when required.

See Standard 610001 for shoulder inlet with curb

shown.

See Standard 420001 for pavement joint details not

 

shown.

See Standard 421001 for reinforcement details not

 

THICKNESS-"t"=Thickness of Pavement.

longitudinal construction joint

Longitudinal sawed joint or


