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Sidewalk | Upper landing, 4’ (1.22 m) min. @ . Ramp . Turning space, 4’ (1.22 m) min. . Ramp . Upper landing, 4’ (1.22 m) min. @ , Sidewalk
Detectable
1:50 max. @1:12 max, warning @ 1:12 max- 1:50 max.
3 3 3 3 3 3 — P FR FR a a QY
R SRR : : _1:50 mox._ ) a o ta a B Y

Side curb where
required

Detectable
warning \
Turning space , Depressed curb |
and gutter
1:50 max.

-

F(—See DETAIL A
Ly ]

R — — B —rrz

SECTION B-B

SECTION A-A

@ Upper landing(s) not required for ramp slopes
flatter than 1:20.

@ The running slope of the curb ramp shall not
require the ramp length to exceed 15" (4.5 m).

| Upper landing | Ramp |

Depressed curb

Detectable
warning

1:50 max. @1:12 max,
-

4 4 4 4 4 I
6 Flush with top of SECTION c_c
(150) roadway curb and

top of sidewalk

and gutter

See DETAIL A

GENERAL NOTES
All slope ratios are expressed as units of vertical
displacement to units of horizontal displacement
(VeH).

Where the turning space is constrained on a side
opposite a ramp, the minimum length of the turning
space in the direction of the ramp-run shall be

5" (1.52 m).

Where 1:50 maximum slope is shown, 1:64 is
preferred.

See Standard 606001 for details of depressed curb
adjacent to curb ramp.

All dimensions are in inches (millimeters)
unless otherwise shown.
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/— Ramp

Revised sidewalk width to

MID-BLOCK CURB

Variable —
Illinois Department of Transportation
PASSED January 1, 2017 Ramp
thickness

™~ Expansion joint

include 24 (610) buffer
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behind curb.

ENGINEER OF ‘POLICY AND PROCEDURES

APPROVED January 1, 2017
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SIDE CURB DETAIL

1-1-13

Widened crosswalk markings

DETAIL A

to 6" (1.83 m) min. Inside

STANDARD 424016-03
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ENGINEER,OF DESIGN AND ENVIRONMENT

dimension. Rev. Gen. NotTes.




