ERECTION OF BRIDGE GIRDERS ADJACENT TO RAILROADS
Effective: August 9, 2019

Description: In addition to the requirements of Article 504.06(d) and 505.08(e), the following
shall apply.

The Contractor or sub-Contractor performing the erection of steel or concrete beams or girders
over, or adjacent to (within 25 ft. of), active railroad tracks shall submit an erection plan to the
Engineer for approval prior to starting the work.

Erection Plan: The Erection Contractor shall retain the services of an lllinois Licensed
Structural Engineer for the completion of a project-specific erection plan. The structural
engineer, herein referred to as the Erection Engineer, shall sign and seal the erection plan,
drawings, and calculations for the proposed erection of the structural beams or girders.

The erection plan shall be complete in detail for all phases, stages, and conditions anticipated
during erection. The erection plan shall include structural calculations and supporting
documentation necessary to completely describe and document the means, methods,
temporary support positions, and loads necessary to safely erect the structural members in
conformance with the contract documents and as outlined herein. The erection plans shall
address and account for all items pertinent to the erection including such items as sequencing,
falsework, temporary shoring and/or bracing, girder stability, crane positioning and movement,
means of access, pick points, girder shape, permissible deformations and roll, interim/final
plumbness, cross frame/diaphragm placement and connections, bolting and anchor bolt
installation sequences and procedures, and blocking and anchoring of bearings. The Erection
Contractor shall be responsible for the stability of the partially erected structure during all
phases of erection.

The erection plans and procedures shall be submitted to the Engineer for review and
acceptance prior to starting the work. Review, acceptance and/or comments by the Department
shall not be construed to guarantee the safety or final acceptability of the work or compliance
with all applicable specifications, codes, or contract requirements, and shall neither relieve the
Contractor of the responsibility and liability to comply with these requirements, nor create liability
for the Department. Significant changes to the erection plan in the field must be approved by
the Erection Engineer and accepted by the Engineer for the Department.

Basis of Payment: This work shall not be paid for separately but shall be included in the
applicable pay items according to Article 504.08 or 505.13 of the Standard Specifications.



