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CTS Cement Mfg. Corp/ CTS Tomes Products 
2513 West 140th Place Blue Island, IL 60406 

Attn: Mr. Chris White cwhite@ctscement.com 
Phone: 877-JETOMES / 708-653-5100 

Producer/Supplier 
Number 

Product Name Technical 
Info Link 

Safety Info 
Link 

Approval Date 
Provisional 

(Y/N) 
Compressive Strength 

@ 28 Days 

4894-04 TOMES GUN-RITE 5000 TDS SDS 3/01/2025 Y2 >6,000 psi 

4894-04 TOMES GUN-RITE 475 HP TDS SDS 3/01/2025 Y2 >6,500 psi 

 

Sika Canada Inc. 
555 Michigan Drive Suite 100 Oakville, ON L6L 0G4 

Attn: Mark Aument aument.mark@us.sika.com 
Phone: 952-403-6547 / 952-250-1787 

Producer/Supplier 
Number 

Product Name Technical 
Info Link 

Safety Info 
Link 

Approval Date 
Provisional 

(Y/N) 
Compressive Strength 

@ 28 Days 

2231-02 KING MS-W1 SY G2 TDS SDS 3/01/2025 Y1,2 6,000 psi 

 

Spec Mix As manufactured by The Quikrete Companies 

1S950 South Lorang Road Elburn, IL 60119 
Attn: Henri Johnson dot@quikrete.com  
Phone: 770-216-9580 / 404-926-3115 

Producer/Supplier 
Number 

Product Name Technical 
Info Link 

Safety Info 
Link 

Approval Date 
Provisional 

(Y/N) 
Compressive Strength 

@ 28 Days 

5719-03 SPEC MIX SHOTCRETE WP-1 TDS SDS 3/01/2025 Y2 7,000 psi 

5719-03 SPEC MIX SHOTCRETE WP-2 TDS SDS 3/01/2025 Y2 7,000 psi 

USCP US Concrete Products  

16 Greenmeadow Drive, Suite 106, Timonium, MD 21093 

Attn: Thomas Brennan     tjbrennan@uscproducts.com 

Phone: 720-810-5842 / 410-561-8770 

Producer/Supplier 
Number 

Product Name Technical 
Info Link 

Safety Info 
Link 

Approval Date 
Provisional 

(Y/N) 
Compressive Strength 

@ 28 Days 

7415-01 GUNITE 7001W TDS SDS 3/07/2025 Y2 8000psi 

7415-01 GUNITE 7041 TDS SDS 3/07/2025 Y2  6000psi 

NOTES: 1TDS and/or SDS link(s) required. 2Updated lab testing required by 3/1/2026.  

 

https://www.jetomes.com/
https://www.jetomes.com/wp-content/uploads/2023/10/GUN-RITE-5000-Spec-Sheet-Rev-10-31-23.pdf
https://www.jetomes.com/wp-content/uploads/2018/06/Tomes-Gun-RiteTM-5000-SDS.pdf
https://www.jetomes.com/wp-content/uploads/2023/12/Gun-Rite-475-HP-Spec-Sheet-2023.pdf
https://www.jetomes.com/wp-content/uploads/2018/06/Tomes-Gun-Rite-475-HP-SDS.pdf
https://can.sika.com/
https://can.sika.com/dam/dms/ca01/l/king-ms-w1.pdf
https://can.sika.com/dam/dms/ca01/z/sds-king-ms-w1.pdf
http://www.specmix.com/
https://www.specmix.com/wp-content/uploads/2020/11/SPEC-MIX-Wet-Process-Shotcrete.pdf
https://www.specmix.com/wp-content/uploads/SM6-Shotcrete-1.pdf
https://www.specmix.com/wp-content/uploads/2020/11/SPEC-MIX-Wet-Process-Shotcrete.pdf
https://www.specmix.com/wp-content/uploads/SM6-Shotcrete-1.pdf
https://uscproducts.com/
https://uscproducts.com/wp-content/uploads/woocommerce_uploads/2019/06/Gunite-7001-1.23.pdf
https://uscproducts.com/wp-content/uploads/woocommerce_uploads/2019/09/SDS_Gunite_7000.7001.7100.7101.7500-2020.2.19.pdf
https://uscproducts.com/wp-content/uploads/woocommerce_uploads/2025/03/Gunite-7041-12.4.24-fnne4e.pdf
https://uscproducts.com/wp-content/uploads/woocommerce_uploads/2025/03/SDS-Gunite-7041.7424.2024.7424WP.Gunite-Advanced-01.29.25-3ov70u.pdf
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Submittal for Review and Approval 
A. Scope 

 
The following guidelines are provided to clarify the submittal requirements for approving packaged high performance 
shotcrete according to Guide Bridge Special Provision (GBSP) “Structural Repair of Concrete” Notes 5 and/or 6. 

 

B. Procedure 
 

When submitting packaged high-performance shotcrete to the Department, the following shall be included in the 
certification: 

 

• The specific product brand name and manufacturer, 

• Independent Lab report(s) with results for testing according to ASTM C 1480, ASTM C 1140, AASHTO T 

152, and either ASTM C 1218 or AASHTO T 260 for which the data is less than 5 years old from the date of 

submittal, 

• A signed and dated letter certifying the product is in compliance with GBSP “Structural Repair of Concrete” 

Notes 5 and/or 6, [i.e., is compliant with ASTM C 1480, the cement and FDM min. is at least 6.65 cwt/yd3, 

the cement min. is at least 4.70 cwt/yd3, the microsilica is between 5-10% by weight of cementitious 

material, the strength is at least 4000 psi at 28 days according to ASTM C1140, the air is between 4-8% 

according to AASHTO T152, the coarse aggregate max. size is ½ in., the fibers are Type III synthetic and in 

compliance with ASTM C 1116, and the water soluble chloride ion content is less than 0.15% by weight of 

cementitious material when tested according to ASTM C 1218 or AASHTO T 260], 

• Note: The following are equivalent values for water soluble chloride ion content which will be used 

for the submittal review process. These equivalents assume 700 lb of cementitious material per yd3 

and a density of concrete, mortar, or grout of 150 lb/ft3,  

• 0.15% by weight of cementitious material ≈ 1.05 lb/yd3 of concrete, mortar, or grout ≈ 

0.026% by weight of concrete, mortar, or grout, 

• A link to the Safety Data Sheet, 

• A link to the Technical Data Sheet, 

• A link to the Company Website, 

• Contact person’s name, title, address, email address, and phone number, 

• A signed letter stating the subject material will not be changed without written notification to the Department, 

• Acknowledgement by Company (Form BMPR 101). If your company does not already have a product 

included on an IDOT QPL, please submit a signed copy of the Acknowledgement by Company form with 

your product submittal. 

 
Submittal information shall be sent to: 

    
 Benjamin Hodgson (Benjamin.Hodgson@illinois.gov) 
 Illinois Department of Transportation 
 Bureau of Materials 
 126 East Ash Street 

Springfield, IL  62704-4766 
 

The manufacturer will be notified when the evaluation of submitted information and test data is complete, and if 

the product has attained final approval for inclusion on the QPL. For questions regarding the testing and approval 

process, contact Benjamin Hodgson at 217-557-3384.  

http://www.idot.illinois.gov/doing-business/procurements/engineering-architectural-professional-services/Consultants-Resources/guide-bridge-special-provisions
https://idot.illinois.gov/content/dam/soi/en/web/idot/documents/idot-forms/bmpr/bmpr-101.pdf
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Submittal for Review and Approval (continued) 
 

C. Recertification    

 
When recertifying packaged high-performance shotcrete (i.e., after re-testing by an independent lab), the following 
shall be included in the submittal: 

 

• The specific product brand name and manufacturer, 

• Independent Lab report(s) with results for testing according to ASTM C 1480, ASTM C 1140, AASHTO T 

152, and either ASTM C 1218 or AASHTO T 260 for which the data is less than 5 years old from the date of 

submittal, 

• A signed and dated letter certifying the product is in compliance with GBSP “Structural Repair of Concrete” 

Notes 5 and/or 6, [i.e., is compliant with ASTM C 1480, the cement and FDM min. is at least 6.65 cwt/yd3, 

the cement min. is at least 4.70 cwt/yd3, the microsilica is between 5-10% by weight of cementitious 

material, the strength is at least 4000 psi at 28 days according to ASTM C1140, the air is between 4-8% 

according to AASHTO T152, the coarse aggregate max. size is ½ in., the fibers are Type III synthetic and in 

compliance with ASTM C 1116, and the water soluble chloride ion content is less than 0.15% by weight of 

cementitious material when tested according to ASTM C 1218 or AASHTO T 260], 

• Note: The following are equivalent values for water soluble chloride ion content which will be used 

for the submittal review process. These equivalents assume 700 lb of cementitious material per yd3 

and a density of concrete, mortar, or grout of 150 lb/ft3,  

• 0.15% by weight of cementitious material ≈ 1.05 lb/yd3 of concrete, mortar, or grout ≈ 

0.026% by weight of concrete, mortar, or grout, 

• A link to the Safety Data Sheet, 

• A link to the Technical Data Sheet, 

• A link to the Company Website, 

• Contact person’s name, title, address, email address, and phone number. 

 
Note: Previously, the Department mailed recertification reminder letters each year. This practice was phased out in 
2025. It is the Manufacturer’s responsibility to submit recertification information in a timely fashion. 


