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 R1 MORTAR  
 

Material Code No. 22100 
 

The Quikrete Companies 
500 Marathon Parkway  Lawrenceville, GA  30046 

Attn: Mr. Henri Johnson  dot@quikrete.com 
Phone: 770-216-9580 / 404-926-3115 

Producer/Supplier 
Number 

Product Name  
& Product Use 

Technical 
Info Link 

Safety Info 
Link 

NTPEP Number Provisional 
(Y/N) 

Compressive Strength 
@ 28 Days 

5719-01 
FASTSET DOT MIX EXTENDED (NO. 1244-81)1 

Use: Horizontal 
TDS SDS RHCP-2021-01-001 N 8,000 psi 

 

MAPEI 
1144 East Newport Center Drive  Deerfield Beach, FL  33442 

Attn: Mr. Luis Falaschi                lfalaschi@mapei.com 

Phone: 954-246-8888 / 954-637-5121 

Producer/Supplier 
Number 

Product Name 
& Product Use 

Technical 
Info Link 

Safety Info 
Link 

NTPEP Number Provisional 
(Y/N) 

Compressive Strength 
@ 28 Days 

6354-01 
PLANITOP XS 

Use: Vertical/Overhead 
TDS SDS RHCP-2019-01-001 N 5670 psi 

NOTES: 1Product meets Chloride Ion content requirements for use with Prestressed Concrete. 2TDS and/or SDS link(s) required. 3Recertification due or near due. 
4NTPEP test data and product use category(s) required by 3/1/2026. 

  

http://www.quikrete.com/
https://www.quikrete.com/pdfs/data_sheet_cgfs_dot_mix_extended_1244-81-88-89.pdf
https://www.quikrete.com/pdfs/sds-c6-fast-setting-products.pdf
https://datamine.transportation.org/RHCP/Products/ViewProduct/?id=15667
http://www.mapei.com/
https://www.mapei.com/us/en-us/products-and-solutions/products/detail/planitop-xs
https://www.mapei.com/us/en-us/products-and-solutions/products/detail/planitop-xs
https://datamine.transportation.org/RHCP/Products/ViewProduct/?id=13494
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R2 MORTAR 

Material Code No. 22101 

ChemMasters 
300 Edwards Street  Madison, OH  44057 

Attn: Mr. John Kirk johnkirk@chemmasters.net 
Phone:  440-428-2105 / 800-486-7866 

Producer/Supplier 
Number 

Product Name 
& Product Use 

Technical 
Info Link 

Safety Info 
Link 

NTPEP Number Provisional 
(Y/N) 

Compressive Strength 
@ 28 Days 

5410-01 
CHEMPATCH RS1 

Use: Not Provided 
TDS SDS  Y4 5,450 psi 

 

Dayton Superior Corporation 
1125 Byers Road  Miamisburg, OH  45342 

Attn: Ms. Sarah Clark sarahclark@daytonsuperior.com 
Phone:  800-745-3700 / 937-866-0711 x44376 

Producer/Supplier 
Number 

Product Name 
& Product Use 

Technical 
Info Link 

Safety Info 
Link 

NTPEP Number Provisional 
(Y/N) 

Compressive Strength 
@ 28 Days 

494-05 
RECRETE 20 MINUTE1 

Use: Vertical/Overhead 
TDS SDS RHCP-2019-01-007 Y3 6,500 psi 

494-05 
HD-501 

Use: Horizontal 
TDS SDS RHCP-2019-01-003 Y3 8,000 psi 

 

The Quikrete Companies 
500 Marathon Parkway  Lawrenceville, GA  30046 

Attn: Mr. Henri Johnson  dot@quikrete.com 
Phone: 770-216-9580 / 404-926-3115 

Producer/Supplier 
Number 

Product Name 
& Product Use 

Technical 
Info Link 

Safety Info 
Link 

NTPEP Number Provisional 
(Y/N) 

Compressive Strength 
@ 28 Days 

5719-01 
QUIKRETE COMMERCIAL GRADE FASTSET 

REPAIR MORTAR1 

Use: Vertical/Overhead 
TDS SDS RHCP-2019-01-012 Y3 6,000 psi 

5719-01 
RAPID ROAD REPAIR EXTENDED (NO. 

124280) 1 

Use: Horizontal 
TDS SDS RHCP-2019-01-011 Y3 8,000 psi 

NOTES: 1Product meets Chloride Ion content requirements for use with Prestressed Concrete. 2TDS and/or SDS link(s) required. 3Recertification due or near due. 
4NTPEP test data and product use category(s) required by 3/1/2026. 

http://www.chemmasters.net/
https://www.chemmasters.net/TDS/ChemPatchRS.pdf
https://www.chemmasters.net/SDS/ChemPatchRS.pdf
http://www.daytonsuperior.com/
https://www.daytonsuperior.com/docs/default-source/tech-data-sheets/recrete_20_minute.pdf?sfvrsn=19c1d560_31
https://www.daytonsuperior.com/docs/default-source/msds-documents/83-67310_-_recrete_20_minute_(us).pdf?sfvrsn=31c1d560_19
https://datamine.transportation.org/RHCP/Products/ViewProduct/?id=13541
https://www.daytonsuperior.com/docs/default-source/tech-data-sheets/hd_50.pdf?sfvrsn=33c6d560_26
https://www.daytonsuperior.com/docs/default-source/msds-documents/83-67460_-_hd_50_(usa).pdf?sfvrsn=4cc6d560_24
https://datamine.transportation.org/RHCP/Products/ViewProduct/?id=13493
http://www.quikrete.com/
https://www.quikrete.com/pdfs/data_sheet-cgfs%20repair%20mortar%201241-60%20-20.pdf
https://www.quikrete.com/pdfs/sds-c6-fast-setting-products.pdf
https://datamine.transportation.org/RHCP/Products/ViewProduct/?id=13548
https://www.quikrete.com/pdfs/data_sheet-rapid%20road%20repair%20-%20extended%201242-80.pdf
https://www.quikrete.com/pdfs/sds-c20%20fast-setting-products.pdf
https://datamine.transportation.org/RHCP/Products/ViewProduct/?id=13533
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R2 MORTAR (continued) 

Material Code No. 22101 

Specco Industries, Inc. 
601 North 5th Avenue  Kankakee, IL 60901  

Attn: Mr. Jeffrey C. Bencsik jeffbencsik@specco.com 
Phone: 800-441-6646 / 630-257-5060 

Producer/Supplier 
Number 

Product Name 
& Product Use 

Technical 
Info Link 

Safety Info 
Link 

NTPEP Number Provisional 
(Y/N) 

Compressive Strength 
@ 28 Days 

3936-01 
SPECCOPATCH RS1 

Use: Not Provided 
TDS SDS  Y4 7,010 psi 

 

SpecChem Solutions to Service 
1511 Baltimore Avenue  Kansas City, MO 64108 

Attn: Mr. Caleb Stroud cstroud@specchem.com 
Phone: 816-968-5600 

Producer/Supplier 
Number 

Product Name 
& Product Use 

Technical 
Info Link 

Safety Info 
Link 

NTPEP Number Provisional 
(Y/N) 

Compressive Strength 
@ 28 Days 

6389-01 
REPCON V/O1 

Use: Vertical/Overhead 
TDS SDS RHCP-2024-01-010 N 7,450 psi 

 

MAPEI 
1144 East Newport Center Drive Deerfield Beach, FL  33442 

Attn: Mr. Luis Falaschi                lfalaschi@mapei.com 

Phone: 954-246-8888 / 954-637-5121 

Producer/Supplier 
Number 

Product Name 
& Product Use 

Technical 
Info Link 

Safety Info 
Link 

NTPEP Number Provisional 
(Y/N) 

Compressive Strength 
@ 28 Days 

6354-01 
PLANITOP X 

Use: Vertical/Overhead 
TDS SDS RHCP-2020-01-007 N 7740 psi 

NOTES: 1Product meets Chloride Ion content requirements for use with Prestressed Concrete. 2TDS and/or SDS link(s) required. 3Recertification due or near due. 
4NTPEP test data and product use category(s) required by 3/1/2026. 

  

http://www.specco.com/
https://cdn.shopify.com/s/files/1/0712/0201/3476/files/Speccopatch_RS_TDS_08-22-24.pdf?v=1724712494
https://cdn.shopify.com/s/files/1/0712/0201/3476/files/Speccopatch_RS_SDS_INT_12-03-19R.pdf?v=1680643808
https://specchem.com/
https://specchem.com/wp-content/uploads/2023/07/RepCon-VO-Tech-Sheet-1.pdf
https://specchem.com/wp-content/uploads/2023/07/RepCon-VO-SDS.pdf
https://datamine.transportation.org/RHCP/Products/ViewProduct/?id=31001
http://www.mapei.com/
mailto:lfalaschi@mapei.com
https://www.mapei.com/us/en-us/products-and-solutions/products/detail/planitop-x
https://www.mapei.com/us/en-us/products-and-solutions/products/detail/planitop-x
https://datamine.transportation.org/RHCP/Products/ViewProduct/?id=14767
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R2 MORTAR (continued) 

Material Code No. 22101 

CTS Cement Mfg. Co. / Rapid Set Products 
12442 Knott Street  Garden Grove, CA  92841 

Attn: Mr. Grant Kao   dot@ctscement.com 
Phone: 800-929-3030 x188 

Producer/Supplier 
Number 

Product Name 
& Product Use 

Technical 
Info Link 

Safety Info 
Link 

NTPEP Number Provisional 
(Y/N) 

Compressive Strength 
@ 28 Days 

4894-03 
RAPID SET V/O REPAIR MIX1 

Use: Vertical/ Overhead  
TDS SDS RHCP-2021-01-008 Y4 7,200 psi 

NOTES: 1Product meets Chloride Ion content requirements for use with Prestressed Concrete. 2TDS and/or SDS link(s) required. 3Recertification due or near due. 
4NTPEP test data and product use category(s) required by 3/1/2026. 

http://www.ctscement.com/
https://www.ctscement.com/product/v-o-repair-mix
https://www.ctscement.com/assets/doc/products/VO_REPAIR_MIX_SDS_EN.pdf
https://datamine.transportation.org/RHCP/Products/ViewProduct/?id=15676
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R3 MORTAR 

Material Code No. 22103 

CTS Cement Mfg. Co. / Rapid Set Products 
12442 Knott Street  Garden Grove, CA  92841 

Attn: Mr. Grant Kao   dot@ctscement.com 
Phone: 800-929-3030 x188 

Producer/Supplier 
Number 

Product Name 
& Product Use 

Technical 
Info Link 

Safety Info 
Link 

NTPEP Number Provisional 
(Y/N) 

Compressive Strength 
@ 28 Days 

4894-03 
RAPID SET MORTAR MIX1 

Use: Not Provided 
TDS SDS  Y4 6,500 psi 

 

Dayton Superior Corporation 
1125 Byers Road  Miamisburg, OH  45342 

Attn: Ms. Sarah Clark  sarahclark@daytonsuperior.com 
Phone:  800-745-3700 / 937-866-0711 x44376 

Producer/Supplier 
Number 

Product Name 
& Product Use 

Technical 
Info Link 

Safety Info 
Link 

NTPEP Number Provisional 
(Y/N) 

Compressive Strength 
@ 28 Days 

494-01 
DOT RAPID REPAIR1 

Use: Horizontal 
TDS SDS RHCP-2021-01-007 N 6,500 psi 

494-01 
PAVE PATCH 30001 

Use: Not Provided 
TDS SDS  Y4 9,600 psi 

 

The Euclid Chemical Company 
19218 Redwood Road  Cleveland, OH  44110-2799 

Attn: Ms. Bethany Booth  bbooth@euclidchemical.com 
Phone: 800-321-7628 / 216-692-8357 

Producer/Supplier 
Number 

Product Name 
& Product Use 

Technical 
Info Link 

Safety Info 
Link 

NTPEP Number Provisional 
(Y/N) 

Compressive Strength 
@ 28 Days 

614-01 
EUCOREPAIR SCC Fast1 

Use: Vertical/Overhead 
TDS SDS RHCP-2022-01-008 N 8,000 psi 

614-01 
EXPRESS REPAIR1 

Use: Not Provided 
TDS SDS  Y4 9,000 psi 

NOTES: 1Product meets Chloride Ion content requirements for use with Prestressed Concrete. 2TDS and/or SDS link(s) required. 3Recertification due or near due. 
4NTPEP test data and product use category(s) required by 3/1/2026. 

  

http://www.ctscement.com/
https://www.ctscement.com/assets/doc/products/MORTAR_MIX_SPEC_EN.pdf
https://www.ctscement.com/assets/doc/products/MORTAR_MIX_SDS_EN.pdf
http://www.daytonsuperior.com/
https://www.daytonsuperior.com/docs/default-source/tech-data-sheets/101222_-_dot_rapid_repair_(us).pdf?sfvrsn=166ebe60_12
https://www.daytonsuperior.com/docs/default-source/msds-documents/101222_-_dot_rapid_repair_-_neat_(us).pdf?sfvrsn=b6bbe60_10
https://datamine.transportation.org/RHCP/Products/ViewProduct/?id=15589
https://www.daytonsuperior.com/docs/default-source/tech-data-sheets/pave_patch_3000.pdf?sfvrsn=4c3d560_19
https://www.daytonsuperior.com/docs/default-source/msds-documents/83-143333_-_pave_patch_3000_(usa).pdf?sfvrsn=1dc3d560_16
http://www.euclidchemical.com/
https://www.euclidchemical.com/fileshare/ProductFiles/TDS/EucoRepair_SCC_Fast.pdf
https://www.euclidchemical.com/fileshare/ProductFiles/MSDS/083FP_50_U.pdf
https://datamine.transportation.org/RHCP/Products/ViewProduct/?id=17746
https://www.euclidchemical.com/fileshare/ProductFiles/TDS/Express_Repair.pdf
https://www.euclidchemical.com/fileshare/ProductFiles/msds/TR5000650_U.PDF
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R3 MORTAR (continued) 

Material Code No. 22103 

MAPEI 
1144 East Newport Center Drive  Deerfield Beach, FL  33442  

Attn: Mr. Luis Falaschi 
Phone: 954-246-8888 / 954-637-5121 

Producer/Supplier 
Number 

Product Name 
& Product Use 

Technical 
Info Link 

Safety Info 
Link 

NTPEP Number Provisional 
(Y/N) 

Compressive Strength 
@ 28 Days 

6354-01 
PLANITOP 181 

Use: Horizontal 
TDS SDS RHCP-2023-01-002 N 9,400 psi 

6354-01 
PLANITOP 18 ES1 

Use: Horizontal 
TDS SDS RHCP-2020-01-006 Y3 7,000 psi 

6354-01 
PLANITOP 18 TG 

Use: Horizontal  
TDS SDS RHCP-2023-01-001 N 11800 psi 

 

The Quikrete Companies 
500 Marathon Parkway  Lawrenceville, GA  30046 

Attn: Mr. Henri Johnson  dot@quikrete.com 
Phone: 770-216-9580 / 404-926-3115 

Producer/Supplier 
Number 

Product Name 
& Product Use 

Technical 
Info Link 

Safety Info 
Link 

NTPEP Number Provisional 
(Y/N) 

Compressive Strength 
@ 28 Days 

5719-03 
FASTSET CONCRETE MIX (NO. 1004-51) 1 

Use: Horizontal 
TDS SDS RHCP-2021-01-003 N 7,000 psi 

5719-03 
RAPID ROAD REPAIR (NO. 1242) 1 

Use: Horizontal 
TDS SDS RHCP-2023-01-017 N 8,000 psi 

5719-03 
FASTSET DOT MIX (NO. 1244-56) 1 

Use: Horizontal 
TDS SDS RHCP-2021-01-002 N 9,000 psi 

 

Sika Corporation 
201 Polito Avenue  Lyndhurst, NJ 07071 

Attn: Mr. Mark Aument  aument.mark@us.sika.com 
Phone: 952-403-6547 / 952-250-1787 

Producer/Supplier 
Number 

Product Name 
& Product Use 

Technical 
Info Link 

Safety Info 
Link 

NTPEP Number Provisional 
(Y/N) 

Compressive Strength 
@ 28 Days 

2231-01 
SIKAQUICK 25001 

Use: Horizontal 
TDS SDS RHCP-2023-01-005 N 8,500 psi 

NOTES: 1Product meets Chloride Ion content requirements for use with Prestressed Concrete. 2TDS and/or SDS link(s) required. 3Recertification due or near due. 
4NTPEP test data and product use category(s) required by 3/1/2026. 

http://www.mapei.com/
https://cdnmedia.mapei.com/docs/librariesprovider10/products-documents/1_3001216_planitop-18_en-us_0fd11adf6a684ecea19f071ddf458e37.pdf?sfvrsn=6c591ae0_0
https://cdnmedia.mapei.com/docs/librariesprovider10/products-documents/2_9027575_en-us_d06043cc4d61406f853d960795f5f207.pdf?sfvrsn=941c1dc4_0
https://datamine.transportation.org/RHCP/Products/ViewProduct/?id=18795
https://cdnmedia.mapei.com/docs/librariesprovider10/products-documents/1_3001217_planitop-18-es_en-us_dfc32004cc3744fdb2bc9452ae1d2a0b.pdf?sfvrsn=77367e5c_0
https://cdnmedia.mapei.com/docs/librariesprovider10/products-documents/2_9027576_en-us_ff4e48e4f5eb4cc5a97efa0fe1cb6f76.pdf?sfvrsn=c0c6951c_0
https://datamine.transportation.org/RHCP/Products/ViewProduct/?id=14766
https://www.mapei.com/us/en-us/products-and-solutions/products/detail/planitop-18-tg
https://www.mapei.com/us/en-us/products-and-solutions/products/detail/planitop-18-tg
https://datamine.transportation.org/RHCP/Products/ViewProduct/?id=18671
http://www.quikrete.com/
https://www.quikrete.com/pdfs/data_sheet_concrete%20mix_1004-51.pdf
https://www.quikrete.com/pdfs/sds-c6-fast-setting-products.pdf
https://datamine.transportation.org/RHCP/Products/ViewProduct/?id=15645
https://www.quikrete.com/pdfs/data_sheet-rapid%20road%20repair%201242.pdf
https://www.quikrete.com/pdfs/sds-c20%20fast-setting-products.pdf
https://datamine.transportation.org/RHCP/Products/ViewProduct/?id=30328
https://www.quikrete.com/pdfs/data_sheet_cgfs_dot_mix_1244-56-58.pdf
https://www.quikrete.com/pdfs/sds-c6-fast-setting-products.pdf
https://datamine.transportation.org/RHCP/Products/ViewProduct/?id=15646
https://usa.sika.com/
https://usa.sika.com/dam/dms/us01/3/sikaquick_-2500.pdf
https://usa.sika.com/dam/dms/us01/h/SikaQuick-2500.pdf
https://datamine.transportation.org/RHCP/Products/ViewProduct/?id=19341
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R3 MORTAR (continued) 

Material Code No. 22103 

SpecChem Solutions to Service 
1511 Baltimore Avenue  Kansas City, MO 64108 

Attn: Mr. Caleb Stroud cstroud@specchem.com 
Phone: 816-968-5600 

Producer/Supplier 
Number 

Product Name 
& Product Use 

Technical 
Info Link 

Safety Info 
Link 

NTPEP Number Provisional 
(Y/N) 

Compressive Strength 
@ 28 Days 

6389-01 
REPCON 9281 

Use: Horizontal 
TDS SDS RHCP-2022-01-005 N 9,025 psi 

 

Specco Industries, Inc. 
601 North 5th Avenue  Kankakee, IL 60901  

Attn: Mr. Jeffrey C. Bencsik jeffbencsik@specco.com 
Phone: 800-441-6646 / 630-257-5060 

Producer/Supplier 
Number 

Product Name 
& Product Use 

Technical 
Info Link 

Safety Info 
Link 

NTPEP Number Provisional 
(Y/N) 

Compressive Strength 
@ 28 Days 

3936-01 
SPECCRETE HIGHWAY REPAIR 928 

Use:  
TDS SDS  Y4 7,170 psi 

 

W.R. Meadows 
P.O. Box 338  Hampshire, IL  60140 

Attn: Mr. Curt Wild cwild@wrmeadows.com 
Phone: 800-825-5976 / 847-214-2100 

Producer/Supplier 
Number 

Product Name 
& Product Use 

Technical 
Info Link 

Safety Info 
Link 

NTPEP Number Provisional 
(Y/N) 

Compressive Strength 
@ 28 Days 

1266-02 
FUTURA-151 

Use: Not Provided 
TDS SDS RHCP-2013-01-002 Y3, 4 9,500 psi 

NOTES: 1Product meets Chloride Ion content requirements for use with Prestressed Concrete. 2TDS and/or SDS link(s) required. 3Recertification due or near due. 
4NTPEP test data and product use category(s) required by 3/1/2026. 

https://specchem.com/
https://specchem.com/wp-content/uploads/2023/03/RepCon-928-Tech-Sheet-revised.pdf
https://specchem.com/wp-content/uploads/2023/07/RepCon-928-SDS.pdf
https://datamine.transportation.org/RHCP/Products/ViewProduct/?id=17694
http://www.specco.com/
https://cdn.shopify.com/s/files/1/0712/0201/3476/files/Highway_Repair_928_IDOT_TDS_01-18-23.pdf?v=1680643395
https://cdn.shopify.com/s/files/1/0712/0201/3476/files/Highway_Repair_928_SDS_11-25-19_Intl.pdf?v=1680643371
http://www.wrmeadows.com/
https://www.wrmeadows.com/data/398.pdf
https://www.wrmeadows.com/MSDS-PDF/8140000.pdf
https://datamine.transportation.org/RHCP/Products/ViewProduct/?id=5591
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R3 MORTAR (continued) 

Material Code No. 22103 

TCC Materials   
2025 Centre Heights Pointe Blvd Mendota Heights, MN 55120 

Attn: Meido Sonbol  msonbol@tccmaterials.com 
Phone: 651-688-9116 

Producer/Supplier 
Number 

Product Name 
& Product Use 

Technical 
Info Link 

Safety Info 
Link 

NTPEP Number Provisional 
(Y/N) 

Compressive Strength 
@ 28 Days 

7441-01 
TENON COMMERCIAL DOT REPAIR 

Use: Horizontal  
TDS SDS 

RHCP-2024-01-011 
RHCP-2024-01-012 

N 6440 psi 

NOTES: 1Product meets Chloride Ion content requirements for use with Prestressed Concrete. 2TDS and/or SDS link(s) required. 3Recertification due or near due. 
4NTPEP test data and product use category(s) required by 3/1/2026. 

 

 

 

 

 

 

 

 

 

 

 

 

https://www.tccmaterials.com/
https://www.tenonsolutions.com/product/tenon-rapid-patch-commercial-dot-repair/
https://www.tenonsolutions.com/product/tenon-rapid-patch-commercial-dot-repair/
https://datamine.transportation.org/RHCP/Products/ViewProduct/?id=31030
https://datamine.transportation.org/RHCP/Products/ViewProduct/?id=31031
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R1 CONCRETE 
 

Material Code No. 22102 

No materials approved at this time. 
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R2 CONCRETE 

 

Material Code No. 22104 

No materials approved at this time. 
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R3 CONCRETE 

Material Code No. 22105 

CTS Cement Mfg. Co. / Rapid Set Products 
12442 Knott Street  Garden Grove, CA  92841 

Attn: Grant Kao   dot@ctscement.com 
Phone: 800-929-3030 x188 

Producer/Supplier 
Number 

Product Name 
& Product Use 

Technical 
Info Link 

Safety Info 
Link 

NTPEP Number Provisional 
(Y/N) 

Compressive Strength 
@ 28 Days 

4894-03 
RAPID SET CONCRETE MIX1 

Use: Not Provided 
TDS SDS  Y4 6,000 psi 

4894-03 
RAPID SET DOT CONCRETE MIX1 

Use: Horizontal 
TDS SDS RHCP-2024-01-015 N 9750 psi 

 

The Euclid Chemical Company 
19218 Redwood Road  Cleveland, OH  44110-2799 

Attn: Ms. Bethany Booth  bbooth@euclidchemical.com 
Phone: 800-321-7628 / 216-692-8357 

Producer/Supplier 
Number 

Product Name 
& Product Use 

Technical 
Info Link 

Safety Info 
Link 

NTPEP Number Provisional 
(Y/N) 

Compressive Strength 
@ 28 Days 

614-01 
Versaspeed RMC1 

Use: Horizontal 
TDS SDS RHCP-2023-01-009 N 9,000 psi 

 

Sika Corporation 
201 Polito Avenue  Lyndhurst, NJ 07071  

Attn: Mr. Mark Aument  aument.mark@us.sika.com 
Phone: 952-403-6547 / 952-250-1787 

Producer/Supplier 
Number 

Product Name 
& Product Use 

Technical 
Info Link 

Safety Info 
Link 

NTPEP Number Provisional 
(Y/N) 

Compressive Strength 
@ 28 Days 

2231-01 
SIKACRETE 4211 

Use: Not Provided 
TDS SDS RHCP-2024-01-007 Y4 6,500 psi 

NOTES: 1Product meets Chloride Ion content requirements for use with Prestressed Concrete. 2TDS and/or SDS link(s) required. 3Recertification due or near due. 
4NTPEP test data and product use category(s) required by 3/1/2026. 

 

 

http://www.ctscement.com/
https://www.ctscement.com/assets/doc/products/CONCRETE_MIX_SPEC_EN.pdf
https://www.ctscement.com/assets/doc/products/CONCRETE_MIX_SDS_EN.pdf
https://www.ctscement.com/product/dot-concrete-mix
https://www.ctscement.com/assets/doc/products/DOT_CONCRETE_MIX_SDS_EN.pdf
https://datamine.transportation.org/RHCP/Products/ViewProduct/?id=31570
http://www.euclidchemical.com/
https://www.euclidchemical.com/fileshare/ProductFiles/TDS/VersaSpeed_RMC.pdf
https://www.euclidchemical.com/fileshare/ProductFiles/MSDS/083PGU_50_U.pdf
https://datamine.transportation.org/RHCP/Products/ViewProduct/?id=29449
https://usa.sika.com/
https://usa.sika.com/dam/dms/us01/y/sikacrete_-421_cirapid.pdf
https://usa.sika.com/dam/dms/us01/y/Sikacrete-421-CI-Rapid.pdf
https://datamine.transportation.org/RHCP/Products/ViewProduct/?id=19338


Illinois Department of Transportation 
Bureau of Materials 

 
Qualified Product List 

PACKAGED, DRY, RAPID HARDENING CEMENTITIOUS MATERIALS FOR CONCRETE REPAIRS 
 December 5, 2025 

This list supersedes the November 14, 2025 list. 

Guide Bridge Special Provision (GBSP) “Structural Repair of Concrete”   
Standard Specifications for Road and Bridge Construction, Section 1018  

 

Page 12 of 14 
 

 

R3 CONCRETE (continued) 

Material Code No. 22105 

FasTrac Construction Products  
1150 SE Hamblen Rd  Lee’s Summit, MO  64063 

Attn: Zach Gebhardt  zgebhardt@wmdus.com 
Phone:  816.430.5452 

Producer/Supplier 
Number 

Product Name 
& Product Use 

Technical 
Info Link 

Safety Info 
Link 

NTPEP Number Provisional 
(Y/N) 

Compressive Strength 
@ 28 Days 

7414-01 
FasTrac 400 Cement 

Use: Horizontal  
TDS SDS RHCP-2019-01-008 Y4 6,430 psi 

7414-01 
FasTrac 246  

Use: Horizontal  
TDS SDS RHCP-2024-01-003 N 7,940 psi 

NOTES: 1Product meets Chloride Ion content requirements for use with Prestressed Concrete. 2TDS and/or SDS link(s) required. 3Recertification due or near due. 
4NTPEP test data and product use category(s) required by 3/1/2026. 

 

SILPRO LLC 
2 New England Way, Ayer MA  01432-1514 

Attn: Brooks Patterson bpatterson@silpro.com  

Phone:  978 764-4703        978 772-4444 

Producer/Supplier 
Number 

Product Name 
& Product Use 

Technical 
Info Link 

Safety Info 
Link 

NTPEP Number Provisional 
(Y/N) 

Compressive Strength 
@ 28 Days 

7452-01 
Silpro Rapid  

Use: Horizontal  
TDS SDS RHCP-2024-01-004 N 14,140 psi 

7452-01 
SilproRepair VOH 

Use: Vertical/Overhead  
TDS SDS RHCP-2025-01-005 N 7,920 psi 

NOTES: 1Product meets Chloride Ion content requirements for use with Prestressed Concrete. 2TDS and/or SDS link(s) required. 3Recertification due or near due. 
4NTPEP test data and product use category(s) required by 3/1/2026. 

https://www.fastracproducts.com/
https://www.fastracproducts.com/fastrac-400-cement/
https://www.fastracproducts.com/fastrac-400-cement/
https://datamine.transportation.org/RHCP/Products/ViewProduct/?id=13552
https://www.fastracproducts.com/wp-content/uploads/2025/07/246-Concrete_TDS_7-16-2025_SR.pdf
https://www.fastracproducts.com/fastrac-246-concrete/
https://datamine.transportation.org/RHCP/Products/ViewProduct/?id=30740
https://www.silpro.com/
mailto:bpatterson@silpro.com
https://www.silpro.com/product/silprorapid/
https://www.silpro.com/product/silprorapid/
https://datamine.transportation.org/RHCP/Products/ViewProduct/?id=30750
https://www.silpro.com/product/silprorepair-voh/
https://www.silpro.com/product/silprorepair-voh/
https://datamine.transportation.org/RHCP/Products/ViewProduct/?id=32318
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Submittal for Review and Approval (Mortar or Concrete) 
A. Scope 

 
The following guidelines are provided to clarify the submittal requirements for approving packaged, dry, rapid 
hardening mortar or concrete according to Section 1018 of the Standard Specifications for Road and Bridge 
Construction and the Guide Bridge Special Provision (GBSP) “Structural Repair of Concrete”. 

 
B. Procedure 

 
When submitting packaged, dry, rapid hardening mortar or concrete to the Department, the following shall be 
included in the certification: 

 

• The specific product brand name and manufacturer, 

• Delineate between Mortar and Concrete and provide Type of material (R1, R2, or R3 according to ASTM C 

928), 

• NTPEP Number (Product shall have completed testing through the AASHTO Product Evaluation and Audit 

RHCP Testing Program), 

• Note 1: Test data and other information in NTPEP Datamine shall be current (i.e., not more than 5 

years old from date of submittal), 

• Note 2: Indicate whether product has been tested for: Horizontal, Vertical/Overhead, or Horizontal & 

Vertical/Overhead applications, 

• A signed and dated letter certifying the product is in compliance with Section 1018 of the Standard 

Specifications [i.e., is compliant with ASTM C 928, and the water-soluble chloride ion content is less than 

either 0.06% (prestressed concrete applications) or 0.15% (non-prestressed concrete applications) by 

weight of cementitious material when tested according to ASTM C 1218 or AASHTO T 260], 

• Note: The following are equivalent values for water soluble chloride ion content which will be used 

for the submittal review process. These equivalents assume 700 lb of cementitious material per yd3 

and a density of concrete or mortar of 150 lb/ft3,  

• 0.06% by weight of cementitious material ≈ 0.42 lb/yd3 of concrete or mortar ≈ 0.01% by 

weight of concrete or mortar, 

• 0.15% by weight of cementitious material ≈ 1.05 lb/yd3 of concrete or mortar ≈ 0.026% by 

weight of concrete or mortar, 

• A link to the Safety Data Sheet, 

• A link to the Technical Data Sheet, 

• A signed letter stating the subject material will not be changed without written notification to the Department, 

• Acknowledgement by Company (Form BMPR 101). If your company does not already have a product 

included on an IDOT QPL, please submit a signed copy of the Acknowledgement by Company form with 

your product submittal. 

 
Submittal information shall be sent to: 

    

 Benjamin Hodgson (Benjamin.Hodgson@illinois.gov) 
 Illinois Department of Transportation 
 Bureau of Materials 
 126 East Ash Street 

Springfield, IL  62704-4766 
  

https://transportation.org/product-evaluation-and-audit-solutions/technical-committees/rapid-hardening-concrete-patch-materials-rhcp/
https://transportation.org/product-evaluation-and-audit-solutions/technical-committees/rapid-hardening-concrete-patch-materials-rhcp/
https://idot.illinois.gov/content/dam/soi/en/web/idot/documents/idot-forms/bmpr/bmpr-101.pdf
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Submittal for Review and Approval (Mortar or Concrete) (continued) 
 

The manufacturer will be notified when the evaluation of submitted information and test data is complete, and if 

the product has attained final approval for inclusion on the QPL. For questions regarding the testing and approval 

process, contact Benjamin Hodgson at 217-557-3384. 

 
C. Recertification      

 
When recertifying packaged, dry, rapid hardening mortar or concrete (i.e., after re-testing is completed by 
AASHTO), the following shall be submitted: 

 

•  The specific product brand name and manufacturer, 

•  Delineate between Mortar and Concrete and provide Type of material (R1, R2, or R3 according to ASTM C 

928), 

• Updated NTPEP Number (Product shall have completed testing through the AASHTO Product Evaluation 

and Audit RHCP Testing Program), 

• Note 1: Test data and other information in NTPEP Datamine shall be current (i.e., not more than 5 

years old from date of submittal), 

• Note 2: Indicate whether product has been tested for: Horizontal, Vertical/Overhead, or Horizontal & 

Vertical/Overhead applications, 

• A signed and dated letter certifying the product is in compliance with Section 1018 of the Standard 

Specifications [i.e., is compliant with ASTM C 928, and the water-soluble chloride ion content is less than 

either 0.06% (prestressed concrete applications) or 0.15% (non-prestressed concrete applications) by 

weight of cementitious material when tested according to ASTM C 1218 or AASHTO T 260], 

• Note: The following are equivalent values for water soluble chloride ion content which will be used 

for the submittal review process. These equivalents assume 700 lb of cementitious material per yd3 

and a density of concrete or mortar of 150 lb/ft3,  

• 0.06% by weight of cementitious material ≈ 0.42 lb/yd3 of concrete or mortar ≈ 0.01% by 

weight of concrete or mortar, 

• 0.15% by weight of cementitious material ≈ 1.05 lb/yd3 of concrete or mortar ≈ 0.026% by 

weight of concrete or mortar, 

• A link to the Safety Data Sheet, 

• A link to the Technical Data Sheet, 

• A link to the updated NTPEP Number desired to be published on the QPL. 

 
Note: Previously, the Department mailed recertification reminder letters each year. This practice was phased 
out in 2025. It is the Manufacturer’s responsibility to remain current and up to date in NTPEP Datamine, and to 
submit recertification information. 

 

https://transportation.org/product-evaluation-and-audit-solutions/technical-committees/rapid-hardening-concrete-patch-materials-rhcp/
https://transportation.org/product-evaluation-and-audit-solutions/technical-committees/rapid-hardening-concrete-patch-materials-rhcp/

