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1. Test Data
Lot - Sublot No.
Station
Rt - Lt
Air Voids
Mean (X)
Standard Deviation (S)  
Table Summary
2.  Quality Indexes 	[ L = lower, U = upper ]
QL= (X - 1) / S =
QU= (7- X) / S =
3.  Percent Within Limits          [ L = lower, U = upper ]         
     Note:         For 2012 Specifications, PWTL and PWTU are obtained from Table 6.
         For 2020 Specifications, PL and PU are obtained from Item 110 Method of Estimating Percentage of Material within Specification Limits (PWL).                                             
PWL = [PWTL + PWTU] - 100       (
+
) - 100  =
4.  Pay Adjustment Schedule¹ - Choose correct specifications:                                    
PWL of Lot
% Adjustment
90-100
100
80-89.9
0.5(PWL) + 55.0
65-79.9	
2.0(PWL) - 65.0
Table Summary
Below 64.9
Note 1/ of Spec.
Percentage of Material Within Specification Limits (PWL)
Lot Pay Factor (percent of contract unit price)
96 - 100		
106
90 - 95
PWL + 10
75 - 89
0.5 (PWL) + 55
Table Summary
55 - 74
1.4 (PWL) - 12
Below 55 
Reject
5.  Adjustment in Quantities (= % Adjustment x Lot Quantities)				
Adjustment in Quantities
x
=
                                       Adjusted Tonnage
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