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INSTRUCTIONS - Once testing has been completed, report results on both pages of this form and mail to:
                           
                           Illinois Department of Transportation / Central Bureau of Materials
                           126 E. Ash St, Springfield, IL  62704-4768
                           ATTN:  Concrete Products Engineer
SAMPLE IDENTIFICATION
Fly Ash Class:
SAMPLE TAKEN FROM
REPORT OF CHEMICAL ANALYSIS
TEST OF CHEMICAL ANALYSIS - AASHTO M 295 (ASTM C618)
(Class C)
(Class F)
         Silicon dioxide (SiO2), %
         Aluminum oxide (AI2O3), %
         Iron Oxide (Fe2O3), %
         Total Sum (SiO2+AI2O3+Fe2O3)
(50.0 min)	
(50.0 min)
         Sulfur trioxide (SO3), %         
(5.0 max)
(5.0 max)
	Moisture content, %
(3.0 max)
(3.0 max)
	Loss on ignition, %	
(5.0 max)
(5.0 max)
	Magnesium oxide (MgO), %	
	Calcium oxide (CaO), %
(>18.0)
(18.0 max)
         Sodium oxide (Na2O), %         
         Available alkalies as (Na2O+0.658 K2O), %
(1.5 max)
(1.5 max)
Notes:           All specification requirements are shown in italics.
REPORT OF PHYSICAL ANALYSIS
FINENESS BY 45 UM (NO. 325) SIEVE - AASHTO T 192 (ASTM C 430)
(Class C)
(Class F)
Amount Retained (%)
(34% max)
(34% max)
COMPRESSIVE STRENGTH - AASHTO T106 (ASTM C109)
Control Mixture
(Class C)
(Class F)
Lbs
Lbs
Lbs
psi
7 Day Compressive Strength
28 Day Compressive Strength
	Test Mixture
Lbs
Lbs
Lbs
psi
7 Day Compressive Strength
28 Day Compressive Strength
Strength Activity Index
%
7 Day S.A.I. (%)
(75% min)
(75% min)
28 Day S.A.I. (%)
(75% min)
(75% min)
Water requirement (% of Control)
(105% min)
(105% min)
TEST OF SOUNDNESS - AASHTO T107 (ASTM C151)
(Class C)
(Class F)
Inches
Initial 
Final
% Expansion
(.8% max)
(.8% max)
Notes:  All specification requirements are shown in italics.
11.0.0.20130303.1.892433.887364
	Print: 
	Reset: 
	Barcode: 
	PrintedDate: 
	CurrentPage: 
	PageCount: 
	ProducerName: 
	ProducerLocation: 
	ContactName: 
	Phone: 
	ProducerID: 
	ProducerSample: 
	cbPRE: 
	cbPRO: 
	DateSampled: 
	BillofLading: 
	cbF: 
	cbC: 
	BargeNo: 
	TruckNo: 
	RailroadCarNo: 
	SiloNo: 
	Silicon: 
	Aluminum: 
	IronOxide: 
	Total1thru3: 
	Sulfur: 
	MoistureContent: 
	LossIgnition: 
	Magnesium: 
	Calcium: 
	Sodium: 
	AvailableAlkalies: 
	Remarks: 
	Fineness: 
	Lbs7Day1: 
	Lbs7Day2: 
	Lbs7Day3: 
	Psi7Day: 
	Lbs28Day1: 
	Lbs28Day2: 
	Lbs28Day3: 
	Psi28Day: 
	Day7SAI: 
	Day28SAI: 
	WaterRequirement: 
	InitialIN: 
	FinalIN: 
	Expansion: 
	Density: 
	RemarksPage2: 



